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EXISTING GRAVEL SIDE ROAD

15" - BITUMINOUS CONCRETE SURFACE COURSE, SUPERPAVE, MIX "D’, N70 (112 LBS/SQ YD/IN)
¥4 - LEVELING BINDER (MACHINE METHOD), SUPERPAVE, N70 (112 LBS/SQ YD/IN)
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EXISTING GRAVEL SIDE ROAD
INCIDENTAL BITUMINOUS SURFACING

1l - BITUMINOUS CONCRETE SURFACE COURSE, SUPERPAVE, MIX D, NTO (112 LBS/SQ YD/IN)
¥4 - LEVELING BINDER (MACHINE METHOD), SUPERPAVE, NTO (112 LBS/SQ YD/IN)

EXISTING PAVEMENT

FAF. TOTAL [SHEET
RTE.| SECTION COUNTY  |SHEETS| No.

CONTRACT NO. 64656

BUTT JOINT

STA 417+10.00 (IL RTE 78 - SOUTH LEG)
STA 1475+35.00 (MOLINE RD)
STA 56+62.41 (3RD ST)
STA 606+41.19 (IL 78 - NORTH LEG)
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BITUMINOUS SURFACE REMOVAL - BUTT JOINT
—INCIDENTAL BITUMINOUS SURFACING

1//2" - BITUMINOUS CONCRETE SURFACE COURSE, SUPERPAVE, MIX "D, NTO (112 LBS/SQ YD/IN)
¥4" - LEVELING BINDER (MACHINE METHOD), SUPERPAVE, N70 (112 LBS/SQ YD/IN)

EXISTING PAVEMENT

STAGE 5 & 5A

STA 505+33.50 TO STA 508+07.72
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3 12’ E.B. LANE ! 12’ W.B. LANE 3
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1/2"" - BITUMINOUS CONCRETE SURFACE COURSE, SUPERPAVE, MIX "D, N70 (112 LBS/SQ YD/IN)
¥4’ - LEVELING BINDER (MACHINE METHOD), SUPERPAVE, N70 (112 LBS/SQ YD/IN)
12" - SUB-BASE GRANULAR, TYPE A
CLASS D PATCHES, TYPE 1V, 13"
LANE STRIPE (TYP)
— AGGREGATE SHOULDERS, TYPE B (TYP)
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